
www.aschl-edelstahl.com

E-Mail: office@aschl-edelstahl.com  ❖  Tel.: +43 (0) 7247 / 8778 -0  ❖  Fax: +43 (0) 7247 / 8778 -44

34 

OT 1420
Hose nipples 

8 1/4” 70 32 9 13 .5 13 .0 2 .3 10 .0 0 .03 11-0142-02
10 3/8” 70 32 9 17 .2 17 .0 2 .3 10 .0 0 .05 11-0142-03
15 1/2” 70 32 12 21 .3 20 .8 2 .6 10 .0 0 .07 11-0142-04
20 3/4” 70 32 13 26 .9 26 .7 2 .6 10 .0 0 .08 11-0142-05
25 1” 70 32 15 33 .7 33 .4 3 .2 10 .0 0 .12 11-0142-06
32 1 1/4” 70 32 17 42 .4 42 .2 3 .2 6 .4 0 .17 11-0142-07
40 1 1/2” 100 32 17 48 .3 48 .0 3 .2 6 .4 0 .29 11-0142-08
50 2” 100 32 22 60 .3 60 .0 3 .6 6 .4 0 .41 11-0142-09

         Design
     L2    pressure Weight Article code
 DN Dim. L L1 ISO 7/1 D D1 T Mpa kg/pce EN 1.4404R
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OT 1430
Hose nipples 

8 1/4” 32 25 11 .0 6 .0 7 .5 4 .5 10 .0 0 .01 11-0143-02
10 3/8” 34 25 14 .0 10 .0 10 .5 7 .0 10 .0 0 .01 11-0143-03
15 1/2” 40 25 18 .0 13 .0 13 .5 10 .0 10 .0 0 .02 11-0143-04
20 3/4” 40 25 23 .5 18 .5 20 .0 15 .5 10 .0 0 .04 11-0143-05
25 1” 40 25 30 .0 23 .0 25 .0 20 .0 10 .0 0 .05 11-0143-06
32 1 1/4” 61 35 38 .0 30 .0 32 .0 25 .0 6 .4 0 .14 11-0143-07
40 1 1/2” 61 35 44 .0 38 .0 39 .0 32 .0 6 .4 0 .17 11-0143-08
50 2” 83 50 55 .0 47 .0 50 .0 42 .0 6 .4 0 .35 11-0143-09

         Design
         pressure Weight Article code
 DN Dim. L L1 D D1 D2 d Mpa kg/pce EN 1.4404
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OT 1440
Hose nipples 

6 1/8” 36 17 .5 10 .0 6 .5 3 .5 14 10 .0 0 .02 11-0144-01
8 1/4” 40 20 .0 11 .0 8 .5 4 .5 14 10 .0 0 .02 11-0144-02
10 3/8” 42 20 .0 12 .5 11 .0 7 .0 19 10 .0 0 .04 11-0144-03
15 1/2” 48 25 .0 15 .0 14 .0 10 .0 22 10 .0 0 .06 11-0144-04
20 3/4” 56 25 .0 16 .5 21 .0 16 .0 30 10 .0 0 .10 11-0144-05
25 1” 65 35 .0 19 .0 26 .5 21 .5 36 10 .0 0 .16 11-0144-06
32 1 1/4” 75 40 .0 23 .5 33 .0 25 .0 46 6 .4 0 .35 11-0144-07
40 1 1/2” 78 40 .0 21 .5 41 .0 32 .0 50 6 .4 0 .43 11-0144-08
50 2” 96 40 .0 25 .8 51 .0 42 .0 65 6 .4 0 .78 11-0144-09

         Design
     L2    pressure Weight Article code
 DN Dim. L L1 ISO 7/1 D d NW Mpa kg/pce EN 1.4404


